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Most OEM sensor manufacturers recommend that the TPMS valve hardware kit be replaced whenever the
valve is removed or loosened from the sensor to ensure the system is working properly.  Once the valve or
sensor is loosened, original and worn components are more likely to allow air to leak or escape.  Replacing
old components helps the TPMS sensor function properly when the tire is remounted on the vehicle.

OEM HARDWARE RECOMMENDED REPLACEMENT TPMS SentryTM Sensor Service Tool
Designed to keep the sensor in a safe 
and secure position after the mounting 
nut has been removed and the sensor
is released from the wheel.
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UNIVERSAL MASTER TPMS SENSOR
HARDWARE & TOOL SERVICE SET

UNIVERSAL MASTER TPMS SENSOR
HARDWARE & TOOL SERVICE SET

NO MORE GUESSING!
Now you can have all of the

tools and hardware you
need to service most

TPMS sensors — right
at your fingertips!

Part No. 30000

• Hardware kits contain valve core & cap, mounting nut, gasket(s), washer(s), & / or valve stem
• Includes the new rubber snap-in valve stem kits with sensor screws used by GM
• Plus 50 extra valve cores / 50 extra valve caps / complete Application & Torque Guide
TPMS service tools include:
• Ken-Tool's unique TPMS Sentry TM sensor service tool 1

• 1/4"-drive Ratcheting Torque Wrench 2 with 11mm & 12mm deep Sockets 3 for mounting nuts
• Torque Driver for valve cores 4

• Torque Driver 5 & T-10/T-15 TORX ® bits for rubber snap-in valve stem self-tapping screws 
IN 3" X 9" X 16" PORTABLE POLY CASE, 6-LBS. REPLACEMENT HARDWARE KITS AVAILABLE FROM KEN-TOOL

Versatile 152-pc assortment 
(15 unique kits) covers over

55 different OEM sensor 
models & 90% of US vehicles
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• Hardware kits contain valve core & cap, mounting nut, gasket(s), washer(s), and/or valve stem
• Includes the new rubber snap-in valve stem kits with sensor screws used by GM
• Plus 50 extra valve cores / 50 extra valve caps / complete Application & Torque Guide
TPMS service tools include:
• Ken-Tool’s unique TPMS Sentry™ sensor service tool1

• 1/4”-drive Ratcheting Torque Wrench2 with 11mm & 12mm deep Sockets3 for mounting nuts
• Torque Driver for valve cores4

• Torque Driver5 & T-10/T-15 TORX® bits for rubber snap-in valve stem self-tapping screws
In 3” X 9” X 16” Portable Poly Case, 6-Lbs. Replacement Hardware Kits Available From Ken-Tool
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OEM HARDWARE RECOMMENDED REPLACEMENT
Most OEM sensor manufacturers recommend that the TPMS valve hardware kit be 
replaced whenever the valve is removed or loosened from the sensor to ensure the 
system is working properly. Once the valve or sensor is loosened, original and worn 
components are more likely to allow air to leak or escape. Replacing old components 
helps the TPMS sensor function properly when the tire is remounted on the vehicle.

         The TPMS Tool
Professionals Reach for First!

America’s number one selling tool!
• Universal sensor activation
• Rugged, durable construction
• Simple, single button operation
• Features “hunt mode”
• Complete service support package
• Extended 3-year warranty



Your ASCOT TPMS One Stop Shop Distributor
Attention Service Manager:

©Ascot Supply Corporation
TPMS 0409

or visit:

www. bartecusa.com

For more information 
please call toll free:

(866)407-TPMS

Are you on the  track?RIGHT

First Year’s updates included with tool purchase!

Bartec USA

First Year’s updates included with tool purchase!

“TPMS....
it’s what we do!”

The Wheelrite Tech400  completes TPMS Sensor
registration on Asian vehicles  - in 3 simple steps!

OBD Connector
and cable included

For more information,  
please contact your local 

distributor.
or visit:

www. bartecusa.com

For more information 
please call toll free:

(866)407-TPMS

Are you on the  track?RIGHT

First Year’s updates included with tool purchase!
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First Year’s updates included with tool purchase!

“TPMS....
it’s what we do!”

The Wheelrite Tech400  completes TPMS Sensor
registration on Asian vehicles  - in 3 simple steps!

OBD Connector
and cable included

Ask Your Sales Representative For Your Copy of the Complete Ascot Buyer’s Guide!




